TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

NOTES:
l. MAXIMUM SPACING BETWEEN CHANNELIZING DEVICES:

TAPER CHANNELIZATION - SHALL BE EQUAL IN FEET TO THE POSTED SPEED LIMIT
TANGENT CHANNELIZATION - SHALL BE EQUAL IN FEET TO TWICE THE POSTED SPEED LIMIT

BUFFER LENGTH

2. THE MINIMUM BUFFER LENGTH (BL) SHALL BE AS FOLLOWS:

(BL)

TYPICAL BUFFER LENGTH
PREVAILING SPEED LENGTH
(MPH) (FEET)
20 1S
25 155
30 200
35 250
40 305
45 360
50 425
55 495
60 570
65 645
70 730
75 820

REFER TO LATEST PART VIOF THE MUTCD FOR

ADDITIONA

L

SPEEDS/BUFFER LENGTHS AND

ADJUSTMENTS TO BUFFER LENGTH DUE TO
THE EFFECT OF GRADE ON STOPPING AND
VARIATION FOR TRUCKS.

FOR MINIMUM TAPER LENGTHS.

3. REFER TO STANDARD NO. MD 104.01-80 (TAPER LENGTH CRITERIA TABLE)
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